
CPUZ

Type M2 - Cyrix 
PR200L

M2 - Cyrix 
PR333 M2 - P233MMX M2 - K6 200 M2 - IBM 

PR233 M2 - P133 M2 - K6-2/300

CPU 238.9 398.9 316.3 331.7 311.4 179.9 489.2
FPU 658.7 1190.8 1339.7 1221.7 923.8 747.6 1873.3
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Quake 3 Demo 1

Resolution M2 - Cyrix 
PR200L

M2 - Cyrix 
PR333 M2 - P233MMX M2 - K6 200 M2 - IBM 

PR233 M2 - P133 M2 - K6-2/300

640x480 
(default settings/
normal)

9.2 15.2 15.3 14.4 13.4 11.1 19.7

1024x768 
(Lightmap, High, 
Trilinear*, 16bit)
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3dmark99

Resolution M2 - Cyrix 
PR200L

M2 - Cyrix 
PR333 M2 - P233MMX M2 - K6 200 M2 - IBM 

PR233 M2 - P133 M2 - K6-2/300

800x600 16Bit 
(default) 17 802 878 764 722 589 1136
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3dmark2000

Resolution M2 - Cyrix 
PR200L

M2 - Cyrix 
PR333 M2 - P233MMX M2 - K6 200 M2 - IBM 

PR233 M2 - P133 M2 - K6-2/300

1024x768 16Bit 
(default) 0 388 429 385 334 0 641

0

175

350

525

700

M2 - Cyrix PR200L M2 - Cyrix PR333 M2 - P233MMX M2 - K6 200 M2 - IBM PR233 M2 - P133 M2 - K6-2/300

1024x768 16Bit (default)

1



UT

Resolution M2 - Cyrix 
PR200L

M2 - Cyrix 
PR333 M2 - P233MMX M2 - K6 200 M2 - IBM 

PR233 M2 - P133 M2 - K6-2/300

1024x768 16Bit 
(low/low) 0 18.24 16.01 14.42 14.11 9.9 18.27
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CPUMark

M2 - Cyrix 
PR200L

M2 - Cyrix 
PR333 M2 - P233MMX M2 - K6 200 M2 - IBM 

PR233 M2 - P133 M2 - K6-2/300

CPUMarks 11.4 18.7 11.0 14.9 16.1 8.32 15.8
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